PARTS CATALOGUE
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Cal. 7454A

1001 001
Moon phase unit

012 699 ———

Day finger screw @
868 495 NN
Day finger @
556 495 K

Date fing_ei/c_) @
&
802 499

Date driving wheel

Hour, minute, and second
hands

Dial

*Holding ring for dial

1003 001
Moon phase indicator snap

634 004
Moon phase indicator

012 797

Day jumper screw
8730146

Day jumper

012170
Moon phase unit screw

* Date dial

719 49s
Day corrector

491 220
Dial washer
271 106
Hour whaeel

—— 261 495
Minute wheel

i Intermediate date wheel
fTTTT— 012 198

: Lower end-piece screw for
\\ third wheel

! 436 495

! L.ower end-piece for third
wheel

810 495

Date jumper

270 07
Center minute wheel

s

g



o

L

:ﬁ%ﬁ"‘

=2ty

A

Cal. 7454A

- % Battery

012170
Coil block screw

4271 495
Battery connection (+)

?\ /‘&‘_—ou 170

Circuit block screw

4001 416
Circuit block

4002 495 ;
" Coil block !

4270 495
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e
:4?
\%}—-——4446 495 X
2 Crystal unit cushion o
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Sy

4219 497
Battery connection
insulator (C})

011 541
L.ower hole jewel
for step rotor

3~

012 170
Train wheel bridge screw

ﬁ;’/ 611 541

& //Upper hoie jewel
for step rotor

,—Vfi:
' ——125 051
By Train wheel bridge

‘ — 241 093
t Fourth wheel and pinion

T 231 490
Battery connection (—) @.LI’E) m::'!rfiggee' and pinion

Fifth wheel and piniornon

3 tﬁ“‘“&uu 496

Step rotor
TTT—4239 495
Rotor stator
~o012778
\Settmg lever spring screw
s 388 495
L~ Setting lever spring
7T 383 495
Setting lever

,i) 384 495
! Yoke (clutch lever)

H—— 4219 495
i Battery connection insulator {A)

4219 496

Battery connection insulator (B}

282 495
Clutch wheel

*Winding stem

% « » Please see remarks on the reverse page.




Remarks. :

.Winding stem
w354 Q76 The type of winding ‘stem is determined based on the design of cases and dials.
: : Check the case number and refer to “SEIKO Quartz Casing Parts Catalogue” to
choose a corresponding winding stem.
Date dial

7801 145(Black figures on white background)
#8011 350 (White figures on black background)
%801 351 (Black figures on gold background)
%801 352(Gold figures on black background) '

Used when the crown is located at 3 o'dock position

and the calendar trame is at 6 o'clock position.

Holding ring for dial S _
Yt 884 15) -everrren The type of a holding ring-for dial is determined based on the design of cases.
If the shape of ‘holdiig ring for dial i different from the photograph, check the case
number and refer to “SEIKO Quartz Casing Parts Catalogue” to choose a
correspending holding ring for dial.

Battery -
2. SEIZAIKEN TRZ21GW e The substitute battery might be authorized in the future.
: In that case please refer to separate “BATTERY LIST FOR SEIKO
QUARTZ WATCHES".

' ﬁ | Train wheel bridge screw .
Coil block screw l . .
| Circuit block screw [tum’ Minute wheel pin
012170 | Moon phase unit screw 017 549
lﬁ’ L.ower 'end-piéce screw for g::\ Tube for train wheel
third wheel T bridge (A)
012196 ) 017 634
ﬁ . a Tube for coil block
ase screw L
screw (A)
012 46% 017 636
. Tube for coil block
o I
ay finger screw 0= screw (B)
012 699 017 637
, . Tube for circuit biock
H atting lever spring screw T screw (A)
012778 017 638
l] ” Day jumper screw T Tube for circuit block
. i s screw (B)
012 797 017 639
= Tube for setting lever
spring screw
017 640
fE’ Tube for lower end-piece
screw
017 641
Tube for train wheael
bridge (B)
Q17 657
I‘E\
= Eccentric dial pin
017 972

85. 6 Printed in Japan
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